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SERIAL # NAVY GAdD FKEE CELHKI1I1FICATIUN AND 1631 LUG
INITIAL CERTIFICATION TEST RESULTS
SHIP/UNIT/ACTIVITY TEST CONDUCTED INITIAL TEST | 1ST RETEST |2ND RETEST
- AS REQUIRED
ITEM/COMPAK1 NT/SPACE:
OXYGEN
TYPE OF OPERATION TO BE CONDUCTED:
INITIAL DATE OF TEST HOUR DATE: COMBUSTIBLE GAS
N, ) - TOXIC TYPE:
INITIAL EXPIRATION: HOUK: DALE:
VENTILATION REQUIRED: YES [ ] No[] TOXIC TYPE:
TOXIC TYPE:
TYPE:
TOXIC TYPE:
EXISTING CONDITIONS INITIAL TEST | 1ST RETEST | 2ND RETEST
INERTED GAS (gas) NOT SAFE FOR PERSONNEL/
D eaET 11D W P NOT SAFE FOR HOT WORK
. OOLL UEF Wil uiquiay
ATAAT OATT TOATY MITMMOAATATTT
INU1 D L UK FEXROUINNEL
RENTTITREMENTC/MANANCT TICINNC/PDECODRTREDND PRRECATITINONCS/ITNCTRITCTINNQ TN T AT TR TN T T R T S
REQUIREMENTS/CONCLUSIONS/PRESCRIBED PRECAUTIONS/INSTRUCTIONS WITHOUT PROTECTION/
NOT SAFE FOR HOT WORK
QAL ND DEDONNNANILT /
DAL CUN FERNOVUININLL/
NOT SAFE FOR HOT WORK
SAFE FOR PERSONNEL/
CALTE END UINT WNDRY
WAL AL L\JIAN 11\ 1 YY AN
GAS FREE RELATED HOT WORK NOT SAFE FOR PERSONNEL
PQS QUALIFIED FIRE WATCHES ASSIGNED INSIDE/SAFE FOR HOT
WORK OUTSIDE
LOCATIONS | PRINT NAME/RATE SIGNATURE*  (UPON COMPLETION)
NOTE: THIS INSPECTION INDICATES THE CONDITIONS WHICH EXISTED AT THE TIME
TESTS WERE CONDUCTED.
GFE PERSONNEL SIGNATURE
CO SIGNATURE, if required
TIME SECURED RECERTIFICATION
*FINAL CHECKUP: WORK AREA AND ALL ADJACENT AREAS TO WHICH SPARKS AND HEAT MIGHT SPREAD WERE
INSPECTED 30 MINUTES AFTER THE WORK WAS COMPLETED AND WERE FOUND TO BE FIRE SAFE. THE EQUIPMENT AND 1ST RETEST/UPDATE
STRUCTURES WORKED ON WERE COOL TO THE TOUCH.
TIME: DATE: EXPIRES

| CERTIFY THAT | AM FAMILIAR WITH AND WILL COMPLY WITH ALL SAFETY PRECAUTIONS PERTINENT TO THIS TYPE OF
WORK.

HOT WORK OPERATOR SIGNATURE _

TOT WODRK CTITDERVICOR

AU WURNKN DUNORYISUR

FIRE MARSHAL

GFE PERSONNEL SIGNATURE
2ND RETEST/UPDATE

OPNAYV 5100/16 (MAY 1991)



